MATERIAL SAFETY 3M
DATA SHEET
ST. PAUL,
551u44-1000

612/733-1110

DIVISION:
TRADE NAME:
3M I.D. NUMBER:

ISSUED: NOVEMBER 2, 1985
SUPERSEDES: NOVEMBER 1, 1985
- DOCUMENT: 1031186

3M CENTER
MINNESOTA

62-0612-7330-6

P S

Operatox 55

ADHESIVES, COATINGS AND SEALERS
SCOTCH-SEAL(R) Industrial Sealant 612

62-0612-7430-4

Duns No:

00-617-2082

EXPOSURE
LIMITS
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carbon black

2inc oxide
rpeptizing agent
TOTAL OF THE ABOVE
polysulfide rubber

SOURCE OF EXPOSURE LIMIT DATA:
ACGIH Threshold Limit Values

Federal OSHA Permissible Exposure Limit

Chemical Manufacturer Recommended Guidelines

1

2.

3. 3M Exposure Guidelines
y

5

. None Established

42.0 N/D
58.0 N/D

ABBREVIATIONS:
N/D - Not Determined
N/A - Not Applicable
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BOILING POINT:

VAPOR PRESSURE:

VAPOR DENSITY (Rir=1):
EVAPORATION RATE (Ether=1):
APPEARANCE AND ODOR:

SOLUBILITY IN WATER:
SP. GRAVITY (Watexr=1):
PERCENT VOLATILE:
VISCOSITY:

PH:

N/A

Black putty, strong
sulfide odor
Very slight
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FLASH POINT (Closed Cup): N/A
FLAMMABLE LIMITS - LEL: N/A VUEL: N/A

EXTINGUISHING MEDIA:
C02, foam, dry chemicals
SPECIAL FIRE FIGHTING PROCEDURES:
Fire fighters should be equipped with self-contained breathing
apparatus when fighting fires involving this matexrial.
UNUSUAL FIRE AND EXPLOSION HAZARRDS:
None

STABILITY: STABLE

INCOMPATIBILITY - MATERIALS T AVOID: (
N/A ’
HAZARDOUS POLYMERIZATION: MAY 4#OT OCCUR

HAZARDOUS DECOMPOSITION PRODUCTS:

CO0, C02, S02 and smoke particles when subjected to excessive heat or
flame.
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SPILL RESPONSE:
Ns/A (Solid)
RECOMMENDED DISPOSAL:
Not a hazardous waste (E.P.F ). May be placed in a sanitary landfill
if local regulations permit.
ENVIRONMENTAL DATA:
N/A
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EYE CONTACT:
Flush eyes with water and contact a physician.
SKIN CONTACT:
Wash with soap and water.
INHALATION:
N/A
IF SWALLOWED:
N/A
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Avoid eye contact as well as prolonged skin contact.

protective equipment, i.e. safety glasses and gloves.
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Use persoal
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EYE CONTACT: May be irritating upon direct contact.
SKIN CONTACT: No ill effects from casual contact.
INHALATION: No hazard in spite of the sulfur odor.

INGESTION: No ill effects expected.
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The information on this Data Sheet :sepresents our current data and best
opinion as to the proper use 1i:. handling of +this product under normal
conditions. Any use of the product : :ich is not in conformance with this Data
Sheet or which involves using t:- product in combination with any othex Q
product oxr any other process is the : :sponsibility of the userx.
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